
SPN Metalica Double Door
Distribution Board

Instruction Manual
FEATURES
•	 Designer handle to open the door
•	 Sleek Curve on the surface
•	 Magnetic Locking
•	 Scratch resistant glossy surface with Metallic paint
•	 Single Stroke cleaning
•	 Split neutral for two different power sources
•	 Provided with transparent Cement Guard to protect your 
	 DB from construction spill over



SPN Metalica Double Door Distribution Board
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SPN Metalica Double Door Distribution Board

MCB Installation
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For use split neutral remove 
the split Neutral link

Wiring 
Diagram

Split Neutral Provision

Remove Link
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No. of 
Ways

A B C D
Top Bottom

Side
Ø25 Ø31 Ø25 Ø31

4 209 175 125 172 3 - 3 - 1

6 245 211 151 166 3 - 3 - 1

8 281 247 187 166 2 2 2 2 1

12 353 319 269 176 4 2 4 2 1

16 425 391 341 172 4 2 4 2 1

SPN Metalica Double Door Distribution Board

* Split neutral provision in 8/12/16Way only.



TPN Metalica Double Door
Distribution Board

Instruction Manual
FEATURES
•	 Designer handle to open the door
•	 Sleek Curve on the surface
•	 Magnetic Locking
•	 Scratch resistant glossy surface with Metallic paint
•	 Single Stroke cleaning
•	 Split neutral for two different power sources
•	 Provided with transparent Cement Guard to protect your 
	 DB from construction spill over



Various Components inside 
the Distribution Box 

Removing
Knockouts
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TPN Metalica Double Door Distribution Board



For use split neutral remove 
the split Neutral Link

Wiring 
Diagram

Split Neutral Provision
Normal Neutral Link 

Configuration

Remove Link for separate 
neutral connection 
of Mains & Gen
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TPN Metalica Double Door Distribution Board
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Dimensions in (mm) 

TPN Metalica Double Door Distribution Board

No. of Ways A B C
Top Bottom

Side
Ø31 Ø31

4 285 251 196 4 4 2

6 357 323 268 6 6 2

8 429 395 340 6 6 2

12 568 534 479 8 8 2
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