ELECTRIC HAZARD WARNING
Warning: Isolate supply before removing cover.

e Do not remove Inner Cover while Circuit is operational
e Switch OFF Mains before undertaking any task

WARNING
1. Ensure tight connections at all time since loose connections are major reason for false tripping and
burnt terminals.
. Recommended to use with earth leakage circuit breaker-RCCB.
. Install DB only in air-circulated area.
. Install DB far from fuel and other sensitive areas.
. Keep away from children's reach and flooding level.
. Make sure all circuit breakers are in OFF position before switching ON main circuit breaker/ isolator/
RCCB and then switch ON each circuit Breaker one by one.
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Diagrams/pictures are for illustrative purpose only.
Dimensions are in mm and can be referred to in figures in this document. ‘
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Phase Selector Horizontal Compact
Distribution Board

Range: 4 Way, 6 Way, & 8 Way

v
HAVELLS




Quter view

1. Box sub assembly
2. Inner outer cover sub assembly

Remove masking sheet
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Components inside the DB

Remove top & bottom detachable plate if the
DB is to be flush mounted

Installation Uninstallation

Press MCB for Mounting Move Bistable for
on Din Rail Uninstallation of MCB

Remove Knockouts if DB is to be surface mounted
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Flush mounting Surface mounting

After fitting the devices assemble the cover

#) HAVELLS

&) HAVELLS





