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How to program Intello H9 Generation
Intello H9 Series have 3 programming level
Level 1 General Programming
Level 2 Advance Programming
Level 3 *Only applicable If Relay is set in Manual Mode to switch on Capacitor Bank Steps manually

Unlocking Level 1 (How to enter in level 1 programming)
Long press enter      and down      key simultaneously

PSYD

C.PYD

FD

PF.S

ST.T

D.T

C.MO

- Press Enter      screen will show 0, make it 1 using UP      key to unlock passwor d, press enter      for next step

- Do not change. Press enter      for next step

- Make it yes only if relay values need to reset, press enter      for next step

- To set the value of desired PF, Ex. 0.999 etc., press enter      for next step

- Set according to the load application, press enter      for next step

- No need to change normally, press enter      for next step

- Auto (by default) & Manual (*Select only if r equired), press enter      to save data

Unlocking Level 2 (How to enter in level 2 programming)
Long press enter      and down      key simultaneously

PSYD - Press Enter      screen will show 0, make it 1 using UP      key to unlock passwor d, press enter      for next step
  Long press ESC      key to access level & select level 2 using UP      & DOWN      key , press enter      for next step

NT.S

P.COM

UVOL

OVOL

S.MO

- To select configuration of line to line (LL) or Line to neutral (LN) Using UP      or Down      key , press enter      for next step

- *Change only if phase sequence get disturbed in main line, by default it is 90 for (LL), pr ess enter      for next step

- For under voltage Alarm ON and OFF using UP      or Down      key, press enter      for next step

- For over voltage Alarm ON and OFF using UP      or Down      key, press enter      for next step

- For switching selection Auto, LIFO and FIFO using UP      or Down      key , press enter      for next step

Unlocking *Level 3 (Only accessible if C.MO is select as manual in Level 1 (How to enter in level 3 pr ogramming)
Long press enter      and down      key simultaneously

RLY1

RLY2

RLY3

RLY4

RLY5

RLY6

RLY7

RLY8

- Capacitor Bank Step 1
- Capacitor Bank Step 2
- Capacitor Bank Step 3
- Capacitor Bank Step 4
- Capacitor Bank Step 5
- Capacitor Bank Step 6
- Capacitor Bank Step 7
- Capacitor Bank Step 8

PSYD - Press Enter      screen will show 0, make it 1 using UP      key to unlock passwor d, press enter      for next step
  Long press ESC      key to access level & select level 3 using UP      & DOWN      key , press enter      for next step
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Key Configuration

**Press (UP      + ESC      ) for 3 Second for Auto sensing of kVAr step after level 1 settings
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- Password
- Change Password
- Factory Default
- Power Factor Setting
- Step Time
- Discharge Time
- Control Mode

1. For 3 phase connection voltage I/P must be connected b/w two phases i.e. (Y phase and B 
phase) & line CT must be connected in third phase i.e. (R  phase).

2. Polarity of the Current Transformer must be considered.
3. Load should be balanced for accurate operation of IPFC Relay

Intello H9 Generation - Is tempered proof and do not need any programming for general applications 
(zero programming feature) but as a backup the programming has been provided for complex applications 

Display details and its meaning

Display Meaning

Level 2

NT.S

P.COM

UVOL

OVOL

S.MO

- Network Selection
- Phase Compensation
- Under Voltage
- Over Voltage
- Switching Mode

Display Meaning

Level 3

RLY1

RLY2

RLY3

RLY4

RLY5

RLY6

RLY7

RLY8

- Capacitor Bank Step 1
- Capacitor Bank Step 2
- Capacitor Bank Step 3
- Capacitor Bank Step 4
- Capacitor Bank Step 5
- Capacitor Bank Step 6
- Capacitor Bank Step 7
- Capacitor Bank Step 8

Display Meaning

ENTER

(Default Password is 1)

ENTER

Important:

Press (UP      + ESC      ) for 3 Second for Auto sensing of kVAr stepUP ESC

For Auto Sensing:


